SEPEHR POLYMER SEPAHAN COMPLEX

Product Biaxially oriented polypropylene film
Grade SPS-WPP-10-S1

Product Description:

SPS-WPP-10-S1 is awhite polypropylene film

It is one side coronatreated and one side hest sealable
Application:

General printing and lamination

Heat seal packaging

Key Features:

*Low light transmission

*Improved tensile & elongation properties

*High opague
*Good sealing strength
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Thickness \ SPS
108 120 140 160 Gauge
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Linear Shrinkage (Min)
(5 minute at 130°C)
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plain to plain

Sealing Strength 15 15 2 2 N/15mm SPS
Heat Seal Initiation 120 120 120 120 °C SPS
Temperature
1700 1600 1550 1500 cc/mPlday
( ° [0) ) R o
ChILRY el iG] 110 104 100 98 cc/100in?/day GTilRasE5

! 6 6 55 55 gm/m?/day
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W.V.T.R.(38°C & 90%RH) | == == iR SR am/100in2/d ASTM F-1249

Treatment Level
Corona treated side I G 40 40 40 mN/m ASTM D-2578

Thisfilm complies with the food standards. Full detail can be provided on request.

SPS CO film does not guarantee the typical values. Any data included herein is based upon analysis of representative samples and not the actual product shipped. This
Information relates only to specific material designated and may not be valid for such material used in combination with any other material or in any process.

SPS CO strongly suggest that before any vast usage, make sure to test our production first.




